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Intrinsically safe explosion proof versions are also available, please consult the factory.
Protection type EExd e II  is a standard European classifi cation.  

Materials: ALCRYM

These specifi cations are NOT intended to be correlated to or to be a substitution for U.S. Explosion-Proof ratings.

Cable Glands: Metric Threads
Explosion-Proof Plastic Cable Glands

Type of protection EExd e II - increased safety.  Permanent ambient 
temperature -50ºC to +55ºC (-58ºF to +131ºF).  Protection type is 
IP 66 according to EN 60529.  Certifi cate of conformity: PTB-No. 
Ex-92-C.3142; PTB-No. Ex-92.C3108X (M12 & M16).

Locking Nuts must be ordered separately.

Color Part Number Diameter Range
(mm)

A
Mounting Hole 

Clearance (mm)

B
Thread Length 

(mm)

C
Wrench Flats

(mm)
Thread Type

Black PCGEX-M12-B 4 - 7 12.5 8 15 M12 x 1.5

Black PCGEX-M12L-B 4 - 7 12.5 12 15 M12 x 1.5

Black PCGEX-M16-B 5.5 - 10 16.5 8 20 M16 x 1.5

Black PCGEX-M16L-B 5.5 - 10 16.5 12 20 M16 x 1.5

Black PCGEX-M20-B 5.5 - 13 20.5 8 24 M20 x 1.5

Black PCGEX-M20L-B 5.5 - 13 20.5 13 24 M20 x 1.5

Black PCGEX-M25-B 8 - 17 25.5 8 29 M25 x 1.5

Black PCGEX-M25L-B 8 - 17 25.5 13 29 M25 x 1.5

Black PCGEX-M32-B 12 - 21 32.5 10 36 M32 x 1.5

Black PCGEX-M40-B 17 - 28 40.5 10 46 M40 x 1.5

Black PCGEX-M50-B 22 - 35 50.5 12 55 M50 x 1.5

Black PCGEX-M63-B 27 - 48 63.5 12 68 M63 x 1.5

B

C

A
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Cable Glands: Metric Threads
Nuts & Plugs

Material:
Plastic:  Polyamide
Metal:  Nickel Plated Brass
O-Ring:  BUNA-N

Material:
Plastic:  Polyamide
Metal:  Nickel Plated Brass
O-Ring:  BUNA-N

Blanking Plugs

Part Number Plastic Metal
Thread
TypeGray

Plastic
Black
Plastic Metal Diameter

(mm)
Thread Length

(mm)
Diameter

(mm)
Thread Length

(mm)

CRB-M12PA CRB-M12PA/SW CRB-M12 15 6 16 5 M12 x 1.5

CRB-M16PA CRB-M16PA/SW CRB-M16 20 6 20 6 M16 x 1.5

CRB-M20PA CRB-M20PA/SW CRB-M20 24 6 24 6.5 M20 x 1.5

CRB-M25PA CRB-M25PA/SW CRB-M25 30 8 28 7 M25 x 1.5

CRB-M32PA CRB-M32PA/SW CRB-M32 37 8 35 8 M32 x 1.5

CRB-M40PA CRB-M40PA/SW CRB-M40 46 8 45 8 M40 x 1.5

CRB-M50PA CRB-M50PA/SW CRB-M50 56 10 55 9 M50 x 1.5

CRB-M63PA CRB-M63PA/SW CRB-M63 70 12 68 10 M63 x 1.5

A

B

Nuts

Part Number Plastic Metal

Thread Type
Gray 

Plastic
Black 
Plastic Metal Cutting A

(mm)
B

(mm)
A

(mm)
B

(mm)

2M12PA 2M12PA/SW 2M12M 2M12MPOT 17 5 15 2.8 M12 x 1.5

2M16PA 2M16PA/SW 2M16M 2M16MPOT 22 5 19 2.8 M16 x 1.5

2M20PA 2M20PA/SW 2M20M 2M20MPOT 27 6 24 3 M20 x 1.5

2M25PA 2M25PA/SW 2M25M 2M25MPOT 32 6 30 3.5 M25 x 1.5

2M32PA 2M32PA/SW 2M32M 2M32MPOT 41 7 36 4 M32 x 1.5

2M40PA 2M40PA/SW 2M40M 2M40MPOT 50 7 46 5 M40 x 1.5

2M50PA 2M50PA/SW 2M50M 2M50MPOT 60 8 60 5 M50 x 1.5

2M63PA 2M63PA/SW 2M63M 2M63MPOT 75 8 70 6 M63 x 1.5

jr
Text Box
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Cable Glands: Metric Threads
Adapters

Material:
Body:  Nickel Plated Brass
O-Ring:  BUNA-N

Material:
Body:  Nickel Plated Brass
O-Ring:  BUNA-N

Material:
Body:  Polyamide

D
E

A

C F

B
(Internal
thread)

C D

A

F E

B
(Internal
thread)

C D

A

F E

B
(Internal
thread)

Metric to PG

Part Number A B C
(mm)

D
(mm)

E
(mm)

F
(mm)

M12-PG9 M12 x 1.5 PG 09 11 5 8 17

M16-PG11 M16 x 1.5 PG 11 11.5 5 12 20

M20-PG16 M20 x 1.5 PG 16 13.5 6 15 24

M25-PG21 M25 x 1.5 PG 21 14.5 7 21 30

M32-PG29 M32 x 1.5 PG 29 17 8 26 39

M40-PG36 M40 x 1.5 PG 36 20.5 8 34 50

M50-PG42 M50 x 1.5 PG 42 23 9 44 57

M50-PG48 M50 x 1.5 PG 48 24 9 44 64

Metric to NPT (Metal)

Part Number A B C
(mm)

D
(mm)

E
(mm)

F
(mm)

M16-1/2 M16 x 1.5 1/2” NPT 18.5 6.5 11 24

M20-1/2 M20 x 1.5 1/2” NPT 18.5 6.5 15 24

M25-3/4 M25 x 1.5 3/4” NPT 21 7 18 30

M32-3/4 M32 x 1.5 3/4” NPT 18 8 23 37

M32-1 M32 x 1.5 1” NPT 25 8 27 38

M40-1.25 M40 x 1.5 1.25” NPT 26 8 34 46

Metric to NPT (Black Plastic)

Part Number A B C
(mm)

D
(mm)

E
(mm)

F
(mm)

M16-1/2PA/SW M16 x 1.5 1/2” NPT 27 8 28 11

M20-1/2PA/SW M20 x 1.5 1/2” NPT 27 8 27 15

jr
Text Box
Major Electronix Corp  800-966-2345  www.mencomconnectors.com



V-23

Ca
ble

 G
lan

ds
 &

 A
da

pte
rs

Mencom Corporation     TEL: 770-534-4585     www.mencom.com

Cable Glands: Metric Threads
Reducers & Enlargers

Material:
Body:  Nickel Plated Brass
O-Ring:  BUNA-N

Material:
Body:  Nickel Plated Brass
O-Ring:  BUNA-N

Metric Enlargers

Part Number A B C
(mm)

D
(mm)

E
(mm)

F
(mm)

CRC-M12 M12 x 1.5 M16 x 1.5 18 5 16 8

CRC-M16 M16 x 1.5 M20 x 1.5 22 5 16.5 12

CRC-M20 M20 x 1.5 M25 x 1.5 27 6 18.5 15

CRC-M25 M25 x 1.5 M32 x 1.5 34 7 20.5 21

CRC-M32 M32 x 1.5 M40 x 1.5 42 8 23.5 26

CRC-M40 M40 x 1.5 M50 x 1.5 52 8 30 34

CRC-M50 M50 x 1.5 M63 x 1.5 65 9 32.5 44

Metric Reducers

Part Number A B C
(mm)

D
(mm)

E
(mm)

CEC-M12 M16 x 1.5 M12 x 1.5 17 5 8

CEC-M12X M20 x 1.5 M12 x 1.5 22 6 9

CEC-M16 M20 x 1.5 M16 x 1.5 22 6 9

CEC-M16X M25 x 1.5 M16 x 1.5 27 7 10

CEC-M20 M25 x 1.5 M20 x 1.5 27 7 10

CEC-M20X M32 x 1.5 M20 x 1.5 34 8 11

CEC-M25 M32 x 1.5 M25 x 1.5 34 8 11

CEC-M20Y M40 x 1.5 M20 x 1.5 43 8 12

CEC-M25X M40 x 1.5 M25 x 1.5 43 8 12

CEC-M32 M40 x 1.5 M32 x 1.5 43 8 12

CEC-M25Y M50 x 1.5 M25 x 1.5 55 9 13

CEC-M32X M50 x 1.5 M32 x 1.5 55 9 13

CEC-M40 M50 x 1.5 M40 x 1.5 55 9 13

CEC-M32Y M63 x 1.5 M32 x 1.5 65 10 14

CEC-M40X M63 x 1.5 M40 x 1.5 65 10 14

CEC-M50 M63 x 1.5 M50 x 1.5 65 10 14

E
D

A

CF

B
(Internal
thread)

D

E

A

C

B
(Internal
thread)

jr
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Cable Glands: PG Threads
Multi-Hole Cable Gland Inserts  PG 9 - PG 13.5 Cable Gland Accessories

Mencom Multi-Hole Cable Gland Inserts will allow the user to use one cable gland 
for multiple wires, cables, or tubes.  The inserts fi t into the Mencom “MCG” or 
“PCG” cable glands, and will seal to IP 65.

Inserts are intended for use with wires, cables, or tubes that have diameters that are within 
±0.020” of the “hole diameter” listed.

Inserts without holes allow the user to drill holes for low volume, custom applications.

Part Number # of Holes Diameter of Holes
mm (inches) Fits Into

PG09-0x0 0 None

MCG-09
MCG-09R
MCG-3/8
MCG-3/8R

PCG-09
PCG-09-B
PCG-09R
PCG-09R-B

PG09-2x3 2 3 (0.118)
PG09-2x3.5 2 3.5 (0.138)
PG09-3x2 3 2 (0.079)
PG09-3x3.5 3 3.5 (0.138)
PG09-4x2 4 2 (0.079)
PG09-4x3 4 3 (0.118)
PG11-0x0 0 None

MCG-11
MCG-11R
PCG-11
PCG-11-B
PCG-11R
PCG-11R-B
PCG-3/8

PCG-3/8-B
PCG-3/8R
PCG-3/8R-B
PCG-M16
PCG-M16-B
PCG-M16R
PCG-M16R-B

PG11-2x3 2 3 (0.118)
PG11-2x4 2 4 (0.157)
PG11-2x4.5 2 4.5 (0.177)
PG11-2x5 2 5 (0.197)
PG11-3x3 3 3 (0.118)
PG11-3x4 3 4 (0.157)
PG11-3x5 3 5 (0.197)
PG11-4x3 4 3 (0.118)
PG11-7x2.7 7 2.7 (0.107)
PG11-8x2 8 2 (0.079)
PG13.5-0x0 0 None MCG-13.5

MCG-13.5R
MCG-1/2
MCG-1/2R
PCG-13.5
PCG-13.5-B
PCG-13.5R

PCG-13.5R-B
PCG-1/2X
PCG-1/2X-B
PCB-1/2Y
PCG-1/2Y-B
PCG-M20R
PCG-M20R-B

PG13.5-2x4.5 2 4.5 (0.177)
PG13.5-2x5 2 5 (0.197)
PG13.5-2x6 2 6 (0.236)
PG13-3x4 3 4 (0.157)
PG13-3x5 3 5 (0.197)
PG16-0x0 0 None

MCG-16
MCG-16R
PCG-16
PCG-16-B
PCG-16R
PCG-16R-B

PCG-1/2
PCG-1/2-B
PCG-1/2R
PCG-1/2R-B
PCG-M20
PCG-M20B

PG16-2x4 2 4 (0.157)
PG16-2x6 2 6 (0.236)
PG16-3x4 3 4 (0.157)
PG16-3x4.5 3 4.5 (0.177)
PG16-3x5 3 5 (0.197)
PG16-3x6 3 6 (0.236)
PG16-3x6.5 3 6.5 (0.256)
PG16-3x7 3 7 (0.276)
PG16-4x4 4 4 (0.157)
PG16-4x5 4 5 (0.197)
PG16-4x6 4 6 (0.236)
PG16-5x4 5 4 (0.157)

jr
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Part Number # of Holes Diameter of Holes
mm (inches) Fits Into

PG21-0x0 0 None

MCG-21
MCG-21R
PCG-21-B
PCG-21R
PCG-21R-B
PCG-3/4
PCG-3/4-B

PCG-3/4-R
PCG-3/4R-B
PCG-M25
PCG-M25-B
PCG-M25R
PCG-M25R-B

PG21-2x7 2 7 (0.276)
PG21-2x8 2 8 (0.315)
PG21-2x9 2 9 (0.354)
PG21-3x7 3 7 (0.276)
PG21-3x8 3 8 (0.315)
PG21-4x5 4 5 (0.197)
PG21-4x6.5 4 6.5 (0.256)
PG21-4x7 4 7 (0.276)

PG21-4x7.5 4 7.5 (0.295)
PG21-5x5 5 5 (0.197)
PG29-0x0 0 None MCG-29

MCG-29R
PCG-29
PCG-29-B
PCG-29R
PCG-29R-B              

PCG-1.0
PCG-1.0-B
PCG-1.0R
PCG-1.0R-B 
PCG-M32
PCG-M32-B

PG29-5x8.5 5 8.5 (0.335)
PG29-6x5 6 5 (0.197)
PG29-6x7.5 6 7.5 (0.295)
PG29-8x5 8 5 (0.197)
M25-0x0 0 None

MCG-3/4     MCG-3/4R MCG-M25

M25-2x8 2 8 (0.315)
M25-3x4 3 4 (0.157)
M25-3x7 3 7 (0.107)
M25-4x5 4 5 (0.197)
M25-4x6.5 4 6.5 (0.256)
M25-6x6 6 6 (0.236)

Cable Glands: PG Threads
Multi-Hole Cable Gland Inserts  PG 16 - PG 29 Cable Gland Accessories

Mencom Multi-Hole Cable Gland Inserts will allow the user to use one cable gland 
for multiple wires, cables, or tubes.  The inserts fi t into the Mencom “MCG” or 
“PCG” cable glands, and will seal to IP 65.

Inserts can be pre-installed in cable glands for orders of 100 or more.  Order as follows:

 Multi-Hole Insert   Desired Cable Gland  Resulting Part Number
     PG 11-3X3             MCG-11   MCG-11-3X3

jr
Text Box
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Part Number Figure
Number

A 
Mounting Hole

 Clearance

B
Thread Length

C
Wrench Flats Thread Type

Gray Black

Plastic ASI Cable Glands

PCG-1/2-ASI PCG-1/2-B-ASI Figure 1 .825” .591” 1.06” 1/2” NPT

PCG-1/2-2ASI PCG-1/2-B-2ASI Figure 2 .825” .591” 1.06” 1/2” NPT

PCG-13.5-ASI PCG-13.5-B-ASI Figure 1 .825” .354” .945” PG 13.5

PCG-13.5-2ASI PCG-13.5-B-2ASI Figure 2 .825” .354” .945” PG 13.5

PCG-M20-ASI PCG-M20-B-ASI Figure 1 20.5 mm 8 mm 27 mm M20x1.5

PCG-M20-2ASI PCG-M20-B-2ASI Figure 2 20.5 mm 8 mm 27 mm M20x1.5

PCG-M25-ASI PCG-M25-B-ASI Figure 1 25.5 mm 8 mm 33 mm M25x1.5

PCG-M25-2ASI PCG-M25-B-2ASI Figure 2 25.5 mm 8 mm 33 mm  M25x1.5

Metal ASI Cable Glands

MCG-1/2-ASI Figure 1 .825” .591” 1.06” 1/2” NPT

MCG-13.5-ASI Figure 1 .825” .256” .945” PG 13.5

MCG-M20-ASI Figure 1 20.5 mm 6 mm 22 mm M20x1.5

MCG-M25-ASI Figure 1 25.5 mm 7 mm 27 mm M25x1.5

MCG-M25-2ASI Figure 2 25.5 mm 7 mm 27 mm  M25x1.5

B

A

Cable Glands: NPT, PG & Metric
ASI Cable Glands & O-Rings  Cable Glands & Accessories

Material:
O-Ring:  BUNA-N

Plastic Material:
Body:  Polyamide 
Seal:  Neoprene
Metal Material:
Body:  Nickel Plated Brass
Insert:  Polyamide
Seal:  Neoprene

Figure 1: Single Figure 2: Double

O-Ring

B

C

A

B

C

A

C

For Metric Threads: O-Rings (100 Pieces/Package)

Part Number Size A (mm) B (mm) C (mm)

3M12G M12 12 9 1.5

309G M16 16 13 1.5

313G M20 21 18 2.0

3M25G M25 27 23 2.0

3M32G M32 34 29 2.5

3M40G M40 41 37 2.0

3M50G M50 52 47 2.5

3M63G M63 66 60 3.0

For PG Threads: O-Rings (100 Pieces/Package)

Part Number Size A (mm) B (mm) C (mm)

307G PG 07 13 10 1.5

309G PG 09 17 13 1.5

311G PG 11 20 16 2.0

313G PG 13.5 22 18 2.0

316G PG 16 24 20 2.0

321G PG 21 28 24 2.0

329G PG 29 37 33 2.0

336G PG 36 47 42 2.5

342G PG 42 53 48 2.5

348G PG 48 60 54 3.0

jr
Text Box
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For volume use, black or light gray glands are available.  Please consult the factory for part numbers and availability.

Materials:
Body:  TPE (Thermoplastic Elastomer) and Polyamide
Temperature: -20ºC to +125ºC (-4º to +257ºF)
Protection:  IP67 and IP65

Test standard EN60529:1991+A1, EN50262:1998, EMKO-TUI (03-SEC) FI001/84
The IP67 cable range has been tested to the same EN 50262 pull force requirements
as Mencom’s standard PCG cable glands.

Click Seal Metric

Color Part Number Size

IP 67
Diameter

Range
(mm)

IP 65
Diameter 

Range
(mm)

A
Mounting Hole 

Clearance (mm)

B
Panel Thickness 

Range (mm)

L1
(mm)

L2
(mm)

L3
(mm)

SW
(mm)

Gray SGL-M20-TGY M20 7 - 11 4 - 11 20.5 2 - 5 17 - 20 5.7 4.0 29.3 - 34.5

Gray SGL-M25-TGY M25 7 - 13 4 - 14 25.5 2 - 5 17 - 20 5.7 5.0 34.3 - 40.0

Sealing Glands: Click Seal 
Click Seal  TSS

Height of only 17-20 mm, 5.7 mm on the outside irrespective 
of size. Cable glands are approx. 30-40 mm.

Installation time saving up to 90%.

Ergonomic installation

Integrated tension relief

Handles large range of cable and 
pipe diameters.

Self-adjusting to wall 
thickness 2 - 5 mm.

“Pushout” membrane

Space saving design

Click Seal means no material 
compression during installation.

Fixed in both directions when mounted.

Fixed IP67 / IP65

Rubber coated tension relief for protection 
of the cable mantle.

jr
Text Box
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EPDM Sealing Glands for PG Holes

Color Part Number Size
Diameter 

Range
(mm)

A
Mounting Hole 

Clearance (mm)

B
Panel Thickness 

Range (mm)

Da
(mm)

H
(mm)

H1
(mm)

Gray SG-PG07-EGY PG 7 3 -5 13 0.5 - 2 20 12.6 5.4

Gray SG-PG09-EGY PG 9 5 - 7 16 1 - 4 21 17.8 10.3

Gray SG-PG11-EGY PG 11 7 - 10 19 1 - 4 24 19.8 12.7

Gray SG-PG16-EGY PG 16 10 - 14 23 1 - 4 28 21.6 14.7

Gray SG-PG21-EGY PG 21 14 - 20 29 1 - 4 35 24.6 17.6

Gray SG-PG29-EGY PG 29 20 - 26 38 1 - 4 46 28.5 20.0

Gray SG-PG36-EGY PG 36 26 - 35 48 1 - 4 58 34.9 23.9

For volume use, black or light gray glands are available.  Please consult the factory for part numbers and availability.

Materials:
Body:  EPDM
Temperature: -40ºC to +110ºC (-40º to +230ºF)
Protection:  IP67

Materials:
Body:  Chloroprene
Temperature: -30ºC to +100ºC (-22º to +212ºF)
Protection:  IP67

Chloroprene Sealing Glands for PG Holes

Color Part Number Size
Diameter 

Range
(mm)

A
Mounting Hole 

Clearance (mm)

B
Panel Thickness 

Range (mm)

Da
(mm)

H
(mm)

H1
(mm)

Black SG-PG07-CBK PG 7 3 - 5 13 0.5 - 2 20 12.6 5.4

Black SG-PG09-CBK PG 9 5 - 7 16 1 - 4 21 17.8 10.3

Black SG-PG11-CBK PG 11 7 - 10 19 1 - 4 24 19.8 12.7

Black SG-PG16-CBK PG 16 10 - 14 23 1 - 4 28 21.6 14.7

Black SG-PG21-CBK PG 21 14 - 20 29 1 - 4 35 24.6 17.6

Black SG-PG29-CBK PG 29 20 - 26 38 1 - 4 46 28.5 20.0

Black SG-PG36-CBK PG 36 26 - 35 48 1 - 4 58 34.9 23.9

Sealing Glands: PG
EPDM  Chloroprene

jr
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EPDM or Chloroprene Sealing Glands for Metric Holes

Color EPDM
Part Number Color Chloraprene

Part Number Size
Diameter 

Range
(mm)

A
Mounting Hole 

Clearance (mm)

B
Panel Thickness 

Range (mm)

Da
(mm)

H
(mm)

H1
(mm)

Gray SG-M12-EGY Black SG-M12-CBK M12 4 - 7 12.5 0.5 - 2 20 12.8 5.6

Gray SG-M16-EGY Black SG-M16-CBK M16 5 - 9 16.5 1 - 4 21 17.7 11.0

Gray SG-M20-EGY Black SG-M20-CBK M20 8 - 13 20.5 1 - 4 25.5 20.0 13.4

Gray SG-M25-EGY Black SG-M25-CBK M25 11 - 17 25.5 1 - 4 30.5 21.3 15.3

Gray SG-M32-EGY Black SG-M32-CBK M32 15 - 20 32.5 1 - 4 38.5 24.6 18.6

Gray SG-M40-EGY Black SG-M40-CBK M40 19 - 28 40.5 1 - 4 48.5 29.5 21.7

Gray SG-M50-EGY Black SG-M50-CBK M50 27 - 35 50.5 1 - 4 60.5 34.8 25.0

For volume use, black or white glands are available.  Please consult the factory for part numbers and availability.
Materials:
Body:  EPDM
Temperature: -40ºC to +110ºC (-40º to +230ºF)
Protection:  IP67

Materials:
Body:  Chloroprene
Temperature: -30ºC to +100ºC (-22º to +212ºF)
Protection:  IP67

Sealing Glands: Metric
EPDM  Chloroprene  TSS

TSS Metric

Color Part Number Size
Diameter 

Range
(mm)

A
Mounting Hole 

Clearance (mm)

B
Panel Thickness 

Range (mm)

H
(mm)

H1
(mm)

H2
(mm)

D
(mm)

D1
(mm)

Gray SGC-M16-TGY M16 5 - 10 16.5 0.5 - 3.0 11 4 6.75 23.5 4

Gray SGC-M20-TGY M20 6 - 13 20.5 0.5 - 3.0 11 4 6.75 27.5 5

Gray SGC-M25-TGY M25 8 - 17 25.5 0.5 - 3.5 11 4 6.75 32.5 7

Gray SGC-M32-TGY M32 12 - 24 32.5 0.5 - 4.5 11 4 6.75 39.5 11

Materials:
Body:  TPE (Thermosplastic Elastomer)
Temperature: -50ºC to +125ºC (-58º to +257ºF)
Protection:  IP67

jr
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Part Number Description View

FL21-FRAME

Large frame for fl exible cable entry system

Frame will accept a maximum of fi ve 34mm wide inserts. 
Total insert length not to exceed 170mm.

Frame will accept combinations of insert with the part numbers 
FLI-44-001, FLI-44-002, FLI-42-001, FLI-42-002, & FLI-42-003.

FL13-FRAME

Small frame for fl exible cable entry system

Frame will accept a maximum of three 34mm wide inserts.  
Total insert length not to exceed 102mm.

Frame will accept combinations of inserts with the part numbers 
FLI-42-001, FLI-42-002, FLI-42-0003 & FLI-22-001.

Cable Entry System
Frames

This unique and versatile cable entry system allows for custom designed solu-
tions based on individual applications.  Simple put the inserts together, place 
them in the frame, and install on your panel.  Whether you have two large 
cables, or fi fty small cables, or any combination between the two, this fl exible 
frame and insert design can provide what you need.

Fiberglass reinforced Polypropylene is used for the frame and the inserts, en-
suring a rigid and reliable structure.   The soft TPE insert membrane allows for 
the easy of a push-out design with exceptional sealing properties. 

With this cable entry system you have the freedom to 
decide where the inserts are placed, and where the 
different size openings should be in the frame.  You will 
get a sealing solution that is easy to install, that allows 
for growth, and still maintains an IP65 protection rating.

No tools are needed to install cables once the frame 
has been mounted.  The inserts have push-out membranes that insure a proper seal every time.  If additional strain relief is 
desired, the membranes can be removed and a standard cable gland can be mounted in the resulting hole.

FL21-Frame FL13-Frame
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Cable Entry System
Inserts

Part Number Description View

FLI-44-001 Cable entry system insert, 2xM16 and 2xM25, 68 mm x 68 mm

FLI-44-002 Cable entry system insert, Knock-out for M32, M40, or M50, 68 mm x 68 mm

FLI-42-001 Cable entry system insert, 2xM20, 68 mm x 34 mm

FLI-42-002 Cable entry system insert, 2xM25, 68 mm x 34 mm

FLI-42-003 Cable entry system insert, 10x4 mm, 68 mm x 34 mm

FLI-22-001 Cable entry system insert 1xM20, 34 mm x 34 mm

Specifi cations: 

Material:  Fiberglass reinforced Polypropylene and TPE  
  UL approved halogen-free material 
Protection:  IP65 
Temperature: -20°C….+125°C 
 

Cable Opening Size Cable Range
M16 5 - 10 mm

M20 6 - 13 mm

M25 8 - 17 mm

4-10 4 - 10 mm
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Notes
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